SPECIFICATIONS

SP C210srF

Dy Printer Duty cycle Modem speed
30,000 prints per month Maximum 33.6Kbps
Technology
Laser beam scanning and electro- Power source Compression method
photographic printing 220 - 240V, 50/60Hz MH, MR, MMR
Power consumption Speed dial

RSPC210SF4GB1

Print speed
Black and White: 31 pages per minute
Full Colour: 8 pages per minute

Operation: Maximum 1.3kW
Energy saver mode: 16W
Standby mode: 155W

Printer language

GDI Dimensions (Wx D x H)
482 x437 x 534mm
Resolution
600 x 600dpi/2,400 x 600dpi Weight
Approximately 34.8kg
Warm up time
Less than 45 seconds D Copier
First print speed Copy speed

Black and White: Less than 14 seconds

Black and white: 31 copies per minute
Full Colour: Less than 20 seconds

Full Colour: 8 copies per minute

Memory
Standard: 64MB
Maximum: 576MB

Resolution
600 x 300dpi (maximum 600 x 600dpi)

Multiple copy

Connectivity (standard) Up to 99

Ethernet 10 base-1/100 base-TX

usB 2.0 First copy speed
Parallel Port Bi-directional IEEE1284 Black and white: Less than 20 seconds
Full colour: Less than 30 seconds

Network protocol
TCP/IP Zoom
25-400% (in 1% steps)

Supported networks
Windows® 98/Me/NT4.0/2000/XP

él Scanner

Paper size

A4, A5, BS, Letter Scan modes

Colour (24 bit), Greyscale (8 bit)

Paper weight

Standard paper tray: 60 - 210g/m?
Optional 530-sheet paper tray:

60 - 105g/m?

Resolution

Maximum:

9,600 x 9,600dpi (interpolated)
Platen cover:

Up to 1,200 x 2,400dpi (optical)
ADF: Up to 1,200 x 600dpi (optical)

Paper input capacity
Standard: 250 sheets (80g/m?)

Maximum: 780 sheets (80g/m?) Original Size

Maximum size A4

Paper output capacity

Standard: 250 sheets .
Bundled drivers

Media TWAIN

Thick paper (210g/m?), Special paper
(transparency, envelope, glossy, label) @B Fax

Toners Circuit

Black: 9,800 prints‘ PSTN, PBX
Colour (C,M,Y): 6,500 prints* —
The SP C210sF ships with a starter kit Compatibility

Based on 5% coverage. ITU-T (CCITT) 63

200 numbers

One touch dial
16 numbers

Memory capacity
Up to 400 pages

LAN Fax
Yes

Software

PC Fax

Remote Device Management Setup
Client/Admin Device Monitoring
ScanSoft® PaperPort® 9.0

Options

e 1x530-sheet paper tray
e 64/128/256 MB SDRAM DIMM

Company management systems applied during the
manufacturing of all Rex-Rotary products conform to
1S09001 quality and IS014001 environmental
management standards.

In compliance with EU RoHS directive
(RoHS: Restriction of Hazardous Substances).

We reserve the right to make amendments to the
technical specifications and external appearance of
this equipment. Please note that the full range of
options shown in this publication may not always be
available. All brand and product names are recognized
and hereby acknowledged, as registered trademarks
of their respective owners.
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Designed for

Microsoft®
Windows®XP,
2000, ME, 98,
Windows NT®

— usB

-
= Rex-Rotary

Part of the NRG group

www.rexrotary.com

.

NRG
i a




